
WHY DO BRAKE LINES NOT LAST AS THEY ONCE DID?

Liquid Sodium chloride and rock salt used to de-ice
winter roads break down and destroy steel tubing
lines. Steel brake lines have had zinc, galfan, PVF
(poly vinyl fluoride) and Nylon pla+ng to protect
them from the winter de-icing onslaught and s+ll
life expectancy for these steel tubing lines has fallen
drama+cally. When sand and road debris is added
to the mix steel tubing lines don’t stand a chance
against the elements.

The answer is a totally different type of brake, fuel
and transmission line made from materials that

liquid calcium or rock salt solu+ons have no
damaging affects on and can be offered with a
life+me guarantee. This product is CUPRO/NICKEL
made of 88% copper, 10% nickel and 2% iron
extruded from an ingot seamless, mee+ng SAE
standard 1677 for brake lines on surface vehicles.

FMSI Automo+ve Hardware’s CUPRO/NICKEL
limited life+me warranty against corrosion is for

lines installed by a licensed technician and backed
up by a work order showing the installa+on.

1070 Heritage Road
Burlington, Ontario

Order Desk: 1-800-651-7445 Fax: 1-905-335-1829
E-mail: info@fmsiinc.com h,p://www.fmsiinc.com

Cupro Nickel Brake L
ines

Easy bend, & E
asy Flare

The best brake li
nes you have eve

r used...

To put these materials in perspec�ve, copper and brass ar�facts found
on the �tanic 72 years a�er sinking in the northern Atlan�c

show no visible effects from salt water corrosion.

ANSWER:


